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TYPE CERTIFICATE DATA SHEET Mo. A1OHS July 18, 1964

This Data Sheet, whilch ls a part of Type Certiflcates No. R10EU prescribes conditions amd limitatiomns under
which the product for which the Type Certificate was lssuved seets the airworthiness rejulresents of the
Ciwvil Alr Regulatlona.
Typa Certificate Holder. SIAI Marchettl S.p.A.
via Indipsndenza
Sesto Calende, Varese
Italy

I. Hodel F.260, (Utility and Acrobatlc Categqoryl, approwed April 1, 1966
[Sea Note & for alrcraft with Serial Nes. 2=-54 and uph.

17. Model F.260B (Utllity and Acrobatlc Category), spproved June 10, 1974
{Same as PF,.260 except for wertical e=mpennage of lncreased area and airfoil sections of wing
lesding edow.)

III. Model P.260C (Otility and Acrotatlc Categoryl, aspproved Decesber 30, 1976
{Same as Model F.260B except for lowered seats, aileroms with servotab, battery relocated forward and
radle compartsant).

DATA PERTINENT TO ALL MODELS

Engline. For the HWodel F.260 and F.2608
Lycoming D-540-E4A%

For tha Hodel F.2608
Lycoalng D=540-E4AS, or
Lycomning AE10=540-D4A5 |

Fusl.

Englne limits.

Propeller and Fropellar
Limitm.

81=56 Minl=um grada
For all cperations, 2700 rpe (260 hpl. See NOTE 2. la), (6). =2. [a).(7)

{a) Aartzell HC=CIYk=1B/8467-BR (for F.260 and r.260B only)
Diametary Max 76 in,, minimum allowabls for repaleom 75 in,

Pitch setting at 30 in., radius: Low 15°30°, High 30°

[b} Hartzell HC=CIYK-1B/B477-RR
Dlametar: Max 76 in. (ne reduction permicted)
Plech settlng at 30 in. radius:r Low 15°30°, High 32°

-

(e} Hartrell RC=-CIYK-AF/FCR4TT-ER
Diameter: Hax 76 in. (no reduction parmitted)

Pltch satelng at 30 Ln. radive: Low 15"30", High 32°*

Alrapesd Llmice (I.A.5.). Vyg iMever exceed) 272 »un (236 kts)
Vyo (Max structural crulsing) 215 pph (187 kta)
Vp (Mansuwering spead) 187 mph (162 kts)

Vpe (Max with flaps ext.) 125 mph (108 kts)
Vpp (Max with landing gear ext.) 125 mph (108 kts)

C,G, Range (Landing Cear {+85.8 in)} to {+93.7 in) at 1870 lbe or less

Extandad. [+51,4 In)} to {+33.7 in) at 2430 lbe

wWith stralght line wvariation between points given.
Empty Walght C.G. RAnge . Hane
Datum. 55,05 inches forvard of firewall.

Laweling Heans. Two gorews on left silde of Ffuselage

Maxlmum Welght.

Ho. of Saats.

2430 lbe (Dtllity cat.}l; 2205 lbs (Acr, Cat,)
3 ({2 at +#100 in), (1 at +130 in). See HOTE 3.

Maxlmnm Bagoage . 30 1ba (+14% inl.

Fuel el by . 64 U.5, galloma eotal
(2 wing tanks of 13 0.5, gal sach (+105.5 in)
(2 tlp tanks of 15 U5, gal sach (+93,3 in)

Osable &2 U,5. gal. See HWOTE 1 for unusabls fosl.

Fage No. 1 208 Oy
[

av. No. B &




0il Capacity.

Control Surfac® Movements.

Serial Nos. Eligible.

Certification Basis.

Import Requirements.

EEE“!‘I -
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for the Model F.260 and F.260B -
12 gt (+31.5 in); usable 9.25 gt, GSee NOTE 1 for system oil.

For the Hodel F.260C with Lycoming 0-540-E4AS engine
12 gt (+#31.5 in}; usable 3.25 gt. See NOTE 1 for system oll.

For the Modal F,260C with Lycoming AE10-540-D4AS engine
12 Gt (+31.5 in); usable 6 gqt. See NOTE 1 for system oil.

Wing flaps : Down 50°+ 1

Allercrs Up 247+ 1 Down 13°+ 1

Alleren servotab Up 23%+ 1 Down 14°+ 1
(for F.260C only) y

Elevator up 24'1 1 Down 151.: 1

Elevator tab Up 20%+ 1 Down 25°% 1

Rudder Right 30" 1 Left 307+ 1

The Reglstro Aercnautico Italiano (R.A.I.) Certificate of Alrworthlness
endorsed as noted below under "Inport Regquirements" must be submitted for
each individual aircraft for which application for certificaton is made.

CAR 10, Type Certificate Mo, A10E) issued April 1, 1966.
Date of applicatlon for Type Certificate, June 12, 1963.

A U.S. Alrworthiness Certiflcate may be issuad on the basis of a Certificate
of Alrworthiness for Export signed by a representative of the Reglstro
Aeronautico Italiano (R.A.I.) containingy the followlng statement:

{a} F.260 and F.260B - "The airplane covered by this certificate ha been exa-
mined and found to comply with U.S5. Clvll Air Regulation Part 3, dated
May 15, 1956, including Amendments 3-1 through 3-8 and conforms to Type
Certificata Mo. A10ED."

{b) FP.260C - "The alrplane covered by this certificate has been examined and
found to comply with U.S. Civil Air Regulatlion Part 3, dated May 15,
1955, ineluding Amendments 3-1 through 3-8 apd FAR Part 23 dated Febmary
1, 1965, including Amendmerts 23-1 through 23-7 for the paragraphs
23,729; 23.735; 23.9%1; 23,995; 23,1353 and conforms to Type Certificate
No. ATOED.

The basic reguired equipsent as prescribed i the applicanle alrworthiness
regulations (see Certification Basis) must be installed in the aircraft fox
certification. In addiiton, the following items of egquipment are required:
{all items noted as standard equipment in the manufacturer's approved eguip-
mant list)

{a) Prae-astall warning indicater, Safe Flight Instrument Corp. 1645

(b) F.260 and F.260B RAI-approved Alrpiane Flight Mamal dated April
18, 1968, Revision 1 through 7 (and subseguent approved revisions.

(¢) P.260C RAI-approved Alrplane Flight Mamual dated October 20, 1976, and
subsequent approved revislons.

(d) P.260C with Lycoming AE10=540=-D4A5 angine RAI-approved Alrplane Flight
Manual dated May 11, 1983 and subseguent approved revisions.

HOTE 1. Current weight and balance report including list of cguipment in the certificated empty
weight, and leading lnsstructions, must be provided for each alrcraft at the time of origi-
nal cartification. The certificated empty weight and corresponding center of gravity loca-
tion muet include:

= pnusable fuel of 4 1b. at (+105,5 in) and 8 1b at (+95.3 in)

For Model F.260 and Model ©,260B

~gystes obll of w.6 1b at {+31.5 in)

For Model P.260C with Lycoming 0-540-E4AS engine

-aystem oll of 2.5 lb at (+31.5 in)

Por Model P.260C with Lycoming AE10-540-D4A5 englne

-system oll of 11.01 1b at (+31,5 in)




HOTE 2.

HOTE 3.

HOTE 4.

HOTE 5.

HOTE 6.
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The following placards must be displayed as indlcated:

{a) ©On Instrument Panel

“hia airplanes must be cpearated as a Utility or Rerobatic category airplane in
compliance with the Approved Aiplane Flight Mamual.

All markings and placards on thils airplane apply to Ltz cperation as a Utility cate-
gory airplans,

For acrobatic category coperations, refer to Airplane Flight Ha.mal.

(b) all placards required in the basic Approved Alrplane Flight Mamual, installed in the
appropriate location.

For 1.:tilit:r category rear seat may be occupied by two perasna and/or baggage provided:

{a) The total welght on rear set (including baggage) is under 250 lb.

(b} The rear seat is eguipped with two separate safety belts,

{2} Welght and C.G. poslition are within limits,

{d) HWo baggaga is in the baggage compartment.

(e} Wo radlo equipment is in the radlc compartment {for F.260C onlyl.

Each individual alrplane will be supplied with a placard that specifies the kinds of cpera-
tions such as VFR or IFR, Day or Wlght, to which the ocperation of the alrplane is limlted
by the egquipment installed.

Intentionally left blank.

Alrcraft Model F,.260 with Serial Wushers 2-54 and up incorporate wings modified outlline P/W
260-01=76, as model F.260B.

= END -




